. 014 Bakery
Tort Laramie, Wyoming

PHOTCGRAPES
WEITTPEN HISTORICAL AND DESCRIPTIVE DATA

‘Historic American Buildings Survey
Brench of Plans and Design, Resion fwo
Yetiongl Park Service

Qireha, Hebraska

Wva. o
HABS
WYO
g-FoLA
3H-



OLD BAKERY -3

Fort Laramie, dyoming

CUSTUDIAN

United States
Department of thes Interior
National Park Service

DATE OF ERECTION

Erscted in 1576,

BUILDER

Designed and uilt by U, 8., Army Engineers.

PRESENT CORDITION

This building is in very poor condition. The west end wall is
cracked in many places and leaning out of plumb 1'0" and appears to be
in state of collapse, The stons part of the wall on the southeast
corner hes partly fallen sway. The brick part of the wall is in fair con-
dition with only a few small cracks and & few pisces of wrick fallen out,
the window and part of the boards in the east end gable are missing.

The roof 1s segging some due to the wall failures The roof
sheathing hss rotted away in places. OSome shingles are missing, and the
roof leaks badly in many places, The roof vent has prectically fallen
apart snd meny parts are missing, :

The ohimney is cracked badly and weathered away considerably on top.

The window sash are &1l missing and all but two window frames are
gone. Iany of the window openings have been hlocked up.

The door and door frame are missing with only the rough opening
remalning . ' :

The interior plasier has fallen off the wells in many places. A1l
of the plaster and lath is off the ceiling,

NUSBER OF STORIES

One .
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HATERIAL OF CONSLRUGYION

The foundation is constructed of sandsteone laid wp with limes mortar
on three sides; the other side is of lims and aggregate (concrete ).

The exterior walls on one end of the btuilding are of lime and
ngiregate {concrebte) with the snd gable of same material plastered on the
outside and marked off. The other end ¢f the building is of brick and
a portion of it is stome with the end gable of woods

The roof framing is all wood construction with 2" x 8" rafters and
2" x 6" ceiling joist. .

Shingles are 4/2-16" long, 5" to the weather, laid on 1" sheathing
bosrds. '

The floor at present is a dirt floor =and there is no indicstien of
what the original floor was.

Tthe interior walls are plastered with a smooth finish whive plaster
except the brick portion which has the oricl exposed.

The ceiling of the lime and sggregate end of the bullding orizinally

had wood lath and plaster.
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Leslie E. Wilkle,
Assistant Architect.
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